
tech@beehivehoniton.co.uk 

 1 
 

 
Technical Equipment at The Beehive 

Terms and Conditions................................................................................................................................................ 2 

Staging and Seating ................................................................................................................................................... 2 

Stage (Normally in the JLA) .............................................................................................................................. 2 

Stage Trussing System (JLA) ............................................................................................................................ 3 

Flats (Normally in the JLA) ................................................................................................................................ 3 

Raked Seating (JLA) ............................................................................................................................................... 3 

General Seating ......................................................................................................................................................... 4 

Networking ........................................................................................................................................................................ 4 

AV Patch Points .............................................................................................................................................................. 4 

Power and Extension Leads .................................................................................................................................. 4 

Data and Video Cables .............................................................................................................................................. 4 

Projection ............................................................................................................................................................................ 4 

Stage Lighting ................................................................................................................................................................. 5 

Fixtures (JLA) ............................................................................................................................................................... 5 

Fixtures (CB) ................................................................................................................................................................. 6 

Control and Data Distribution ........................................................................................................................ 6 

Audio ...................................................................................................................................................................................... 6 

Sound System (JLA) ................................................................................................................................................ 6 

Portable Sound Systems .................................................................................................................................... 7 

Mixing Desks, Snakes, and Stage-boxes ................................................................................................. 7 

Monitor Speakers ..................................................................................................................................................... 7 

Microphones and DI’s ........................................................................................................................................... 7 

Cables and Mic Stands ......................................................................................................................................... 8 

Recording ...................................................................................................................................................................... 8 

 

  



tech@beehivehoniton.co.uk 

 2 
 

Terms and Conditions 
The equipment listed below is generally available to hirers of the rooms at the 
Beehive, but please note the following terms and conditions: 

• Some equipment can only be used by a Beehive technical representative or 
with an approved person's supervision. 

• Some equipment is fixed, and therefore only available in a specific room. 
• Some equipment may incur an additional charge over and above the room 

hire costs. Therefore, complete technical requirements should be identified 
at the time of booking. 

• A charge may be made to provide a technician depending on the 
circumstances of the room hire and the equipment required. 

• Additional equipment can be hired by the venue but only by prior 
arrangement at the time of booking. The costs of hiring additional 
equipment may be added to the hire costs. Hire costs may be deducted 
from gross takings for Beehive events. 

For equipment only available in a specific room, the following abbreviations are 
used to identify the rooms in which the equipment is available: 

JLA – Joanna Leach Auditorium, HR – Hayward Room, CB – Café / Bar, LTR – Liz 
Tirard Room 

Please get in touch at tech@beehivehoniton.co.uk if you have any questions. 

Staging and Seating 
Stage (Normally in the JLA) 
We have a Prolyte Stagedex sectional stage system that can be configured into 
different shapes and sizes up to a maximum of 48m2. We stock 24 1x2m stage 
sections, and these sections can be either 300 or 600mm high. Sections of the 
same height can be locked together to provide additional stability. ‘Risers’ can be 
created by stacking a smaller section of stage on top of a larger section of stage. 
We also stock 2 Wenger ‘3 step’ Tourmaster risers; these are typically used for choirs 
but can be used to provide elevation for other purposes. 

Note that we will have to assess risk when setting up a stage that is raised 600mm 
high. These higher stages are typically placed against the rear wall to provide an 
additional layer of protection. 

We can provide risers for every event if they are required. However, due to the 
personnel required to assemble the stage, we are only able to provide a full stage 
to returning room hirers and for standing events with security requirements. 

The stage sections can be relocated to other rooms; however, this will need to be 
arranged in advance. 

  

mailto:tech@beehivehoniton.co.uk
https://www.prolyte.com/products/portable-stages/stagedex/topline-deck/sm-d-t-200100-topline-deck-200x100cm
https://shop.wengercorp.com/education/tourmaster-riser.html
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Stage Trussing System (JLA) 
We stock Tiro290 trussing which can form various sized front of house formats. At 
maximum it will form a 'Proscenium Arch' 4m high x 7m wide, but this can be 
adjusted to a limited number of alternative sizes since it is sectional. 

The system is augmented with scaffold tubing to enable wings at each side to be 
made to fill the JLA width. We have black wing curtains (tab style) available but no 
FOH curtains or tracks, although they can be hired in at additional cost. 

The truss can be used purely to support lighting for 'rock' events or with curtains 
for pantomime, theatre etc. The tubing can be used without the truss system to 
create side wings for events such as fashion shows. 

Flats (Normally in the JLA) 

We stock 8 generic theatre masking flats that we typically use to conceal elements 
to the side of the performance area in the JLA, such as our audio rack, and the 
artist’s entrance door. These flats also double as large acoustic panels and help 
negate unwanted “slapback” echos and/or reverberation. 

Raked Seating (JLA) 

The raked seating has maximum seating capacity of 204. 

(Note that the foreground of the photo 
is the stage end of the seating plan.) 

It is possible to position sound and/or 
lighting consoles within the raked seating. In which case, at least 6 seats must be 
blocked off for a sound desk and 10 for both a sound desk and lighting console. 
These seats are typically at the back of the JLA to prevent technicians from 
appearing in front of anyone and blocking their view. In the auditorium layout 
image above, 10 seats have been blocked out to accommodate a sound desk and a 
lighting desk. 

The position and size of the blocked area must be decided in advance to block out 
the area on the box office seating plan. 
 

  

https://alustage.eu/en/al3-50x2/249-al33.html
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General Seating 

In addition, there is additional “free” seating that can be placed in any room. In the 
JLA, we can accommodate up to 68 additional seats, making 272 seats in total. 

Different combinations and layouts of raked and “free” seating (including cabaret 
style tables) are available in the JLA. 
 

Networking 
There are various CAT 5 patch points available throughout the venue to connect 
devices to our network if required, and we serve 802.11 wireless “Wi-Fi” access 
through various Ubiquiti wireless access points on multiple SSIDs. These SSIDs are 
segmented to provide better segmentation between event-critical applications, 
business operations, and the general public. 

AV Patch Points 
In the JLA, there are multiple patch bays that can be used to provide tidy cable 
runs to different areas of the room, to the projection/amp room, or backstage by 
the lighting dimmer rack. A separate diagram of our patch bays and where they 
run is included in this pack. 

Power and Extension Leads 

We stock a number of short power extension leads, as well as several longer 5, 10, 
and 20m leads.  
We also provide three single-phase 32A 230V plugs near the JLA, which can be 
used to power technical equipment or charge electric vehicles belonging to the 
room hirer. 

Data and Video Cables 
We stock several generic short data and video cables (such as USB, VCA, and 
HDMI), one 5m long HDMI cable, and a 10m VGA cable. We also stock a USB-C to 
HDMI adaptor, and a 2 input/1 output HDMI switch. 

Projection 
The main projector (NEC Digital) in the JLA and is used for projecting films in a 
cinema setup. It can also be used for presentations or as a part of a show. The fully 
retractable, ceiling mounted 4m x 7m screen is in a fixed position 1.5m off the 
'stage end' rear wall. 

Inputs to the projector system can only be HDMI. There are options for both 5.1 
surround sound and stereo audio inputs, and both video and audio input 
connections can only be within the projection room (as detailed in the “Audio” 
section of this document). 

There is an additional fixed overhead projector in the JLA - designed to project 
onto the main projection screen - which is relatively short throw and can be used 

https://www.sharpnecdisplays.eu/p/uk/en/products/details/t/digital-cinema-projectors/digital-cinema/rp/nc1000c.xhtml
https://www.projectorcentral.com/Panasonic-PT-AT6000.htm
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to project video over the heads of performers or for slide shows and presentations. 
Video inputs are available at the side wall in the JLA and the projector has remote 
control for input selection and configuration 

There are two further small portable projectors which can be used in any of the 
rooms and there are portable screens. Both projectors are short throw and 
intended for presentation of a large image over a short distance. Projection is 
possible onto the room walls for larger images. The projectors are:  

1. Epson EB-935W 
2. BenQ GP20 

We also stock a portable projection screen available for use with these smaller 
projectors as well as two presentation remotes with laser pointers built in. 

 

Stage Lighting 

Fixtures (JLA) 

The JLA consists of three fully wired (IWB), and one externally wired, fixed overhead 
lighting bars strategically placed for a variety of alternative stage or performance 
locations based at the opposite end of the room to the raked seating. There are 
also 2 vertical perch bars with 3 horizontal perches on each, fixed to the side walls 
beside the audience area – right and left. These currently have two 1200w zoom 
profiles fitted on each side (to total 4). Each perch bar has a 4-channel dimmer 
block associated with it.   

Each main bar can support a mixture of LED (RGB colour wash), intelligent lighting 
fixtures and traditional tungsten theatre lanterns. The three internally wired bars 
(IWBs) are connected to two 12-channel Zero88 Chilli 1210i dimmer blocks, for the 
tungsten lanterns. The externally wired bar has a 4 channel DMX dimmer pack 
fixed to the bar.  

 Each main bar has several 13A fixed supplies for intelligent light fixtures.   

We currently have available (normally fitted to the main bars):  

• 11 x tungsten 650w Fresnel lanterns (Selecon Acclaim / Strand Prelude)  
• 5 x tungsten 500w Fresnel lanterns (Strand Minim)  
• 2 x tungsten 650w Zoom 18-32 Profile spots (Selecon Acclaim) (with iris 

fitted) 
• 4 x LED RGB(D) parcan 64 wash lights (Cameo 4 / 6 Ch DMX)  
• 4 x LED RGBA parcan 64 wash lights (Cameo 4 / 6 Ch DMX)  
• 2 x ADJ TRI18S Flat RGB parcans.  
• 2 x iSolution iMove 250S moving head intelligent lighting fixtures. (16 DMX 

Ch.'s)  
• 4 x Showtec IW720 moving head LED fixtures (Currently set to 14 Ch. DMX 

mode)  
• 1 x Selecon LED zoom profile PLProfile Mk1 (RGBW) (Equivalent to ~650w) 

(DMX)  

https://www.epson.co.nz/products/projector/eb-935w.asp
https://www.benq.eu/en-uk/support/downloads-faq/products/projector/gp20/manual.html
https://www.zero88.com/storage/downloads/f09e0b4a-26a6-478b-97f5-be91fdac6de5/Chilli-Dimmer-Operating-Manual.pdf
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• 3x “Dichroic” Wash lights (Exact model unknown) 
• 3 x Strand Cantata 1200w zoom profiles. (Fixed on perches normally) 
• 1 x Selecon ZS1200 zoom profile. (Fixed on perch normally) 

The lighting plot and DMX allocation chart are included as separate files in this 
pack.  

Some of the tungsten lanterns have barn doors and gel holders available. However, 
we currently stock limited gel. 

There is a 300mm single speed DMX switched mirror ball hung centrally in the JLA. 
(The iSolution moving heads are positioned to also be used as pin spots to light the 
mirror ball) 

Fixtures (CB) 

The café/bar has two generic RGB LED par cans as well as an RGB LED strip 
around the edge of the ceiling – this allows for simple, static colour lighting for bar 
events. 

Control and Data Distribution 

Our lighting is controlled using either the QLC+ software combined with a USB to 
DMX adaptor or by using the Zero88 Jester ML48 desk. 

The whole system is DMX controlled with buffered lines to each overhead bar and 
distributed along each bar. These inputs are marked on the patch points diagram. 

In addition, the DMX distribution box is fitted in the stage gear storeroom behind 
the stage area and can accommodate a second input (normally merged but 
resettable) and also has a further output line (3 or 5 pin). 

We also have a wireless DMX system with 1 transmitter and 2 receivers, though we 
primarily use traditional DMX cables to ensure that wireless interference from 
mobile phones doesn’t affect the DMX signal. 

If more dimmers channels are required, then dimmer blocks can be hired 
externally. The three 32A single phase supplies can be used to power any additional 
dimmers. Two 16A supplies are also fitted to the 'stage' rear wall.  

The fixed house lights are not remotely controllable from the lighting desk but are 
independently dimmable and can be controlled from both ends of the JLA or from 
the projection room. We have two pairs of bar-mounted and DMX-controlled flood 
lights that are used in conjunction with our IW720 moving heads as ‘house lights’ 
for shows. 
 

Audio 

Sound System (JLA) 

The MC2 / Quested sound system installed within the JLA is designed for 
multipurpose use. There are 8 channels of sound for the 7.1 surround sound 

https://qlcplus.org/
https://www.theatrecrafts.com/archive/documents/jesterml_manual_3.0.pdf
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cinema and the two main left and right channels double as a FOH (front of house) 
PA system; these loudspeakers are free standing and can be positioned to suit the 
event. We are also able to utillise our additional “flown” speakers to provide 
additional amplification to the back of the JLA. 
 
The sound system in the JLA allows for a maximum sound level of around 113dBA 
‘at the desk’, which is sufficient for live music events. 

However, the sound system is configurable to utilize the additional channels in 
various ways to suit the event, including using the surround sound system to 
introduce artificial reverb to the room for events like choir recitals. Since this 
process requires familiarity with our system, please consult our technical manager 
at tech@beehivehoniton.co.uk if you have any special requirements. 

The system uses MC2 Audio E100, E45 & E4-75 amplifiers along with Quested LT10 & 
X18 loudspeaker units. Signals are processed and routed to the correct amplifiers 
using the MC2 Ti1048 DSP unit. 

Portable Sound Systems 

We also are able to provide access to a Fender Passport Venue Stereo system in 
any room, which contains two speakers, two amplifiers, and a built-in mixer. 

Mixing Desks, Snakes, and Stage-boxes 

For events with simpler audio requirements, such as conferences or lectures, we 
typically use an Alesis Multimix USB FX to provide simple audio mixing capabilities. 

For more complex events, such as live music, we use a Soundcraft Si Impact 
console, which allows for a higher channel count and more fine control over the 
overall sound. This console is combined with a Soundcraft Si Compact stage box to 
allow for 32 input channels and 8 output channels (as well as a main LR output) at 
the stage sent over MADI via a Cat 5 cable, with additional IO available at the desk. 

We also have two analogue snakes in stock to allow for audio sources to be 
connected closer to their physical location. One is a shorter 14 send/2 return snake, 
and the other is a longer 24 send/4 return snake. 

Monitor Speakers 

We stock 3 passive wedge monitors and an additional 2 multipurpose passive 
speakers that can be used as foldback speakers if needed. We also stock three 2-
channel MC2 amplifiers (T2000/T1500) that allow for up to 6 independent monitor 
mixes to be amplified 

Microphones and DI’s 

We stock a number of microphones and DI’s in-house: 

• 4x Shure SM57 
• 7x Shure SM58LC 
• 2x AKG C414 EB 

https://www.mc2-audio.co.uk/products/e-series/
http://web.archive.org/web/20151202161916/http:/www.quested.com/studio-monitoring-production/pdfs/Quested-POW-brochure.pdf
http://web.archive.org/web/20151202161916/http:/www.quested.com/studio-monitoring-production/pdfs/Quested-POW-brochure.pdf
https://www.mc2-audio.co.uk/products/ti-series-breakout/
https://www.fmicassets.com/Damroot/Original/10002/694700_audio_manual_all_revA.pdf
https://www.alesis.com/products/view/multimix-8-usb-fx.html
https://www.soundcraft.com/en/products/si-impact
https://www.soundcraft.com/en/products/compact-stagebox
https://www.mc2-audio.co.uk/products/t-series/
https://www.mc2-audio.co.uk/products/t-series/
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• 2x AKG C451 EB 
• 2x AKG C460 B 
• 1x Shure Beta 52A  
• 3x Sennheiser E604 
• 1x Sennheiser MKH 40 P48 
• 1x Sennheiser MKH 30 P48 
• 1x Audio Technica ATM11R 
• 1x Sennheiser E835/ EW100G3 (with receiver) 
• 1x Lapel mic with Sennheiser SK10 body pack  
• 1x StudioSpares S965 
• 1x StudioSpares S950 
• 2x StudioSpares S945 (switched) 
• 9x AKG PCC170 SW 
• 4x Mono Passive DI 
• 2x Mono Active DI 
• 1x Stereo Passive DI   

Cables and Mic Stands 

We stock a number of adjustable microphone stands of different heights, a mix of 
15m, 12m, 8m, and 5m XLR cables, several ¼" audio cables, and several XLR to ¼" 
TRS cables. 

Recording 

When using the Soundcraft Si Impact console, we are able to offer multitrack 
recordings of performances for an additional charge. These multitrack recordings 
are formatted as a series of 24-bit, 48KHz PCM WAV files. We are also able to record 
the stereo output of the Alesis Multimix USB FX in the same format for a similar 
charge. 
 
The Beehive also offers an in-house mixing and mastering service for these 
recordings. For more information and for a pricing estimate for our recording, 
mixing, and mastering services, please contact tech@beehivehoniton.co.uk. 


